
WW26

FILE NAME:

SCALE:

UPDATED:

DRAWN BY:

02/01/2019

BB

N.T.S.

WW26.DWG

DRAWING NO.

CONCRETE

ENGINEERING & PUBLIC WORKS
TRENCH CAP

CONSTRUCTION STANDARDS AND DETAILS
CITY  OF  HUTTO

AutoCAD SHX Text
UNDISTURBED TRENCH WALL

AutoCAD SHX Text
STANDARD BEDDING

AutoCAD SHX Text
PIPE O.D.

AutoCAD SHX Text
PIPE O.D. +24"

AutoCAD SHX Text
PIPE O.D.

AutoCAD SHX Text
PIPE O.D. +12"

AutoCAD SHX Text
(MINIMUM)

AutoCAD SHX Text
6"

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
DEPTH VARIES.

AutoCAD SHX Text
TRENCH WIDTH + 2'-0"

AutoCAD SHX Text
(SEE NOTE #1)

AutoCAD SHX Text
IN 8" LIFTS MAXIMUM

AutoCAD SHX Text
COMPACTED SELECT BACKFILL

AutoCAD SHX Text
6" DEPTH OF 200O P.S.I. CONCRETE

AutoCAD SHX Text
WITH 6" X 6" X #6 WIRE MESH

AutoCAD SHX Text
MINIMUM COVER

AutoCAD SHX Text
REQUIREMENTS

AutoCAD SHX Text
(SEE NOTE #1)

AutoCAD SHX Text
(MAXIMUM)

AutoCAD SHX Text
NOTE: 1. REFERENCE WATERLINE BEDDING AND SURFACE REPAIR DETAIL WT-08 & WASTEWATER LINE AND SURFACE REFERENCE WATERLINE BEDDING AND SURFACE REPAIR DETAIL WT-08 & WASTEWATER LINE AND SURFACE REPAIR DETAIL WW-18 FOR PIPE BEDDING/BACKFILL REQUIREMENTS AND MINIMUM COVER REQUIREMENTS. 2. REQUIREMENTS FOR CONCRETE TRENCH CAPS IN WATERWAYS AND DRAINAGE AREAS NEED TO BE REVIEWED REQUIREMENTS FOR CONCRETE TRENCH CAPS IN WATERWAYS AND DRAINAGE AREAS NEED TO BE REVIEWED ON A CASE BY CASE BASIS AND APPROVED BY THE CITY ENGINEER AND INSPECTOR.

AutoCAD SHX Text
12"


	Sheets and Views
	WW26 CONCRETE TRENCH CAP-Model


